
Technical Pool 11 COLOURS | 6 FINISHES | 7 SIZES | 4 MOSAICS



Technical Pool is a range 
of plain tiles manufactured 
to the high standards 
required for public 
swimming pools. This is a 
very technical range of tiles 
with hundreds of edging 
and pool finishing pieces 
available.

Technical Pool



Technical Pool

Willowherb
9SWP1003

2 Tutsan
9SWP1007

3 Woodruff
9SWP1005

4 Betony
9SWP1011

5 Bugle
9SWP1001

1

Bittercress
9SWP1013

7 Stonecrop
9SWP1020

 9 Searocket
9SWP1015

10 Whin
9SWP1021

11Whitlow
9SWP1012

6 Stanlow
9SWP1029

8

GLAZED PORCELAIN TILES

UNGLAZED PORCELAIN TILES



62.5x250
8mm

125x125
8mm

125x250
8mm

250x250
8mm

1 Bugle

2 Willowherb

3 Tutsan

4 Woodruff

5 Betony

125x125
8mm

125x250
8mm

250x250
8mm

6 Whitlow

7 Bittercress

8 Stanlow

9 Stonecrop

10 Searocket

11 Whin

Technical Pool

Anti Slip Lined V8 (A+B+C)    Satin (A)    Anti Slip (A+B+C)

Matt R10 (A+B)    Textured R12 (A+B+C)    Anti Slip Pin Head R11 V6 (A+B+C)

Anti Slip Lined V8 (A+B+C)

Satin (A)

Anti Slip (A+B+C)

Matt R10 (A+B)

Textured R12 (A+B+C)

Anti Slip Pin Head R11 V6 (A+B+C)

GLAZED PORCELAIN TILES

UNGLAZED PORCELAIN TILES



Technical Pool
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Anti Slip6 9

Matt

Satin

6 9
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4100 4127 4128

Matt6 7 9

Satin1 2 4 5
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5607 5608 
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4500
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7
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4503

Satin1

4700
4708

4709

243

32

162

4703

CURVED CHANNELS

SQUARE CHANNELS

INTERNAL AND EXTERNAL ANGLES



Technical Pool

All highlighted security markings are available in colour Woodruff. 
Colour Betony is available on special request.

Lined1

7207 720872207200

Lined6

7507 75087520 8100 81207500

7807 78087820 8600 86207800

9546 95429042 8800 88209046

7307 730873207300

Pin Head6 9

FINISH SYSTEMS



Technical Pool

More colours available.    Available colours vary per piece.    Please ask for details.

6520

6057

6550

6020

6558

6058

6050

6557

Lined6 10All highlighted security markings are available in colour 
Woodruff. Colour Betony is available on special request.

1106

Pin Head6 7 10

3206

6 71 Lined4

3346

61 Lined

3356

Pin Head6 7 9

EDGE FINISHING WIESBADEN AND SKIMMER SYSTEMS



Technical Pool

* Anti Slip finish and special pieces are available. Please ask for details.

All sizes shown include a 7mm grout joint. 
For example, 125x125mm is 118mm tile + 7mm grout = 125mm

125

118 7

Tile

Grout

Gr
ou
t

Specific porcelain fittings are available in bespoke colours on request. Please ask for details.

MOSAICS

NOTES

Mosaic F *

9SWP1027

25x25x8mm chips

Satin

Mosaic G *

9SWP1028

25x25x8mm chips

Satin

Mosaic D *

9SWP1026

25x25x8mm chips

Satin

Mosaic H

9SWP1033

25x25x8mm chips

Satin



APPEARANCE
Mono Colour

MATERIAL
Porcelain

USAGE
Floors and Walls

solusceramics.com
+44 (0)121 753 0777
sales@solusceramics.com

THERMAL SHOCK RESISTANCE
Conforms

Conforms Conforms
DIMENSIONS AND SURFACE QUALITY MOISTURE EXPANSION

< 150mm3 (unglazed) Class 4-5
DEEP ABRASION RESISTANCE STAIN RESISTANCE

< 0.5% (glazed)
< 0.1% (unglazed)

Conforms
WATER ABSORPTION FROST RESISTANCE

> 45 N/mm² Ask for details
FLEXURAL STRENGTH CHEMICAL RESISTANCE

ISO 10545 RESULTS

LINEAR THERMAL EXPANSION
6x10-6 °C

Matt R10 (A+B)
Textured R12 (A+B+C)
Anti Slip Pin Head R11 V6 (A+B+C)

Satin (A)
Anti Slip (A+B+C)
Anti Slip Lined V8 (A+B+C)

SLIP RESISTANCE
(DIN 51130-51097)

BIRMINGHAM
Unit 1 Cole River Park
Warwick Road B11 2QX

LONDON
80 Clerkenwell Road
EC1M 5RJ

MANCHESTER
14 Kennedy Street
M2 4BY

Technical Pool

(DIN 51097)

For LEED, BREEAM and WELL information, please ask for details. On request tiles can be tested to BS EN 16165:2021. 
HSE surface roughness and NCS Colour values are also available upon request. 
All sizes shown are nominal. Due to the printing process and differing screen values actual tile colours may vary. E&OE. 
© Solus Ceramics Limited 2024. 011.

MANUFACTURER CERTIFICATIONS: 

EPD: Available

ISO 14001


